Technical Specifications 
Product: CIFA – K3Z/36 (36 Meter Concrete Boom Pump) 

CIFA USA is pleased to offer the following K3Z/36 Meter Concrete Boom Truck: 

CIFA – K3Z/36 concrete boom pump mounted on a Mack MR 688S – 350 HP 

• 36 Meter (117’4”), 4-section boom with 5” delivery pipeline – Twin Wall Esser Pipeline 

• Front extractable outriggers “X” style outriggers – quick set-up and ease of pump placement 

• High capacity hopper – 22.9 ft.3 
• Load sensing proportional boom control – continuous control of multiple boom sections simultaneously 

Pump Specifications: 

• Modular S-Valve 

• Automatic ring-wear adjustment – eliminates the need for frequent adjustment 

• Automatic-sequence, circuit-type control system features full hydraulic control by direct pilot 

• Reversible wear plates and hard-chromed concrete cylinders 

• Stroke adjustment for every pump cycle – automatic and constant 

• Concrete Cylinders 9” x 79” 

• Closed Loop Hydraulic System with Rexroth Main Hydraulic Pumps 

Pump Performance (HPG 1808): 

• Max. theoretical output – rod side:……………………………….235 yd3/hr. (179 m3/hr) 

• Max. pressure (concrete) – piston side:…………………………..1885 psi (130 bar) 

• Max. strokes per minute rod side:………………………………..36/minute 

Boom Specifications: 

• 36 Meter (116’ 2”) vertical, 29.4 Meter (104’ 11”) - front side - truck cab 

• 8.5 Meter (27’ 10”) minimum opening height 

• 4 – section “Z” boom system 

• Section articulation: 90o 1st section, 180o 2nd section, 180o 3rd section, 265o 4th section 

• Slewing Range: 370o 
• End-Hose: 4 Meter (13’1”) 

Truck Specifications: 

• Mack MR688S with E-Tech Engine 350 HP 

• GVWR Ratings 64,000 lbs. 

• Mack T-309L 9-speed Transmission 

• Front Axle Mack FAW20 at 20,000 lbs., Rear Axle Mack 5440 at 44,000 lbs. 

• Air Brakes, 80 Gallon Fuel Tank, Aluminum Wheels 

Standard Equipment: 

• Scanreco Proportional radio remote 

• Hawe proportional control system for placing boom 

• Outrigger levelers 

• Back-up proportional cable remote 

• Vibrator on concrete hopper grid with remote control 

• Outrigger pads and storage racks 

• Spare hose kit and clean out accessories 

• Aluminum drop leaf sides 

• Tool box and open storage container 

• Auto-lube hopper by Lincoln 

• 211 gallon water tank – Hydraulically driven water pump at 18 gallons per minute at 435 psi 

• Washout ball lock out pin 

• Spare pipe rack 

• 2 – service and parts guides, Factory start-up 3-Days 

